
BS - 43

Panel Replacement

7. Panel Replacement
7-1. Radiator Panel (total replacement) 
A: REMOVAL
• Overall view

For locations marked by “★”: the welding method and the number of welding points are the same on the left
and the right.

(1) 1 point (outside ⋅ 1) (4) 3 points (bottom ⋅ 1) (7) 2 points (outside ⋅ 1) 

(2) 2 points (bolt) (5) 2 points (top ⋅ 1, bottom ⋅ 1) (8) 1 point (bolt) 

(3) 1 point (top ⋅ 1) (6) Rough cutting
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BS - 44

Panel Replacement

• Views 1

For locations marked by “★”: the welding method and the number of welding points are the same on the left
and the right.

(1) 1 point (top ⋅ 2) (2) 1 point (top ⋅ 1) (3) 2 points (inside ⋅ 1) 
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BS - 45

Panel Replacement

• Views 2

For locations marked by “★”: the welding method and the number of welding points are the same on the left
and the right.

(1) 3 points (top ⋅ 1, bottom ⋅ 1) (3) 2 points (top ⋅ 1, bottom ⋅ 1) (5) 2 points (bottom ⋅ 1) 

(2) Rough cutting (4) 1 point (bottom ⋅ 1) (6) 2 points (inside ⋅ 1 belt sander) 
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