05-486
DIAGNOSTICS - ABS WITH EBD & BA & TRC & VSC SYSTEM ostika-01

|VSC WARNING LIGHT CIRCUIT (DOES NOT LIGHT UP)

CIRCUIT DESCRIPTION

If the ECU stores DTC, the VSC warning light comes on in the combination meter.
The skid control ECU is connected to the combination meter via CAN and Multiplex communications.
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WIRING DIAGRAM

Skid Control ECU

Gateway ECU with Actuator
18 2 Jc 2 12 16 25 )
CA1IL [ G1) L (U39) J40) Y IB7] IH5 Y {S48) CANL
17 LG 1 1 7 BR 11
CAtH [G1) (U39) (J40) IB7 (s48] CANH
*1 *2)
Driver Side J/B
1 D-IG1 Relay ABS-IG (*2>8 46
B-W (DAY 13 B-R IG1
J14 J/C :;g
R-W(*1)
EL__JE DF 2
R-W(*2)

JIC A

il (113) R-W(*2) 117

i Ignition SW

R-W(*1) SN
211Gt AM1[1
Combination Meter
CUP

13 mEm B Y b

=\ | GR-B
MPI2 [ G1)

Y 7N
—|<—|<1 U7 {J18)

Multi- Passenger Side J/B

— : 15(1)

T Display 4(+2) 12 *2)

U e »c‘:
1

Fusible Link Block W-

1 D-JB  ALT 1
32
—4C 4A W-B(*1) N
——/ 2 12 1 —‘ D W_B(*Z)/Q:lgGNm
B-L J7
J/C —5R(848) GND2
D
| |Battery Il(*1) IG/ \EC
1 YY Y
= ——/
*1: LHD *2: RHD

F47080




05-488
DIAGNOSTICS - ABS WITH EBD & BA & TRC & VSC SYSTEM

INSPECTION PROCEDURE
1 INSPECT CAN COMMUNICATION SYSTEM

(@) Isthe DTC output for CAN communication system?
Result:

DTC is not output A
DTC is output B

B REPAIR CAN COMMUNICATION SYSTEM
(SEE PAGE 05-3331)

La ]

2 |INSPECT MULTIPLEX COMMUNICATION SYSTEM

(@) Isthe DTC output for Multiplex communication system?
Result:

DTC is not output A
DTC is output B

B REPAIR MULTIPLEX COMMUNICATION
SYSTEM (SEE PAGE 05-3162)

La ]

3 [ CHECK MULTI INFORMATION DISPLAY(VSC WARNING)

(@) Connect the intelligent tester Il to the DLC3 and start the engine.
(b) Select the item "VSC Light” in the ACTIVE TEST and operate the VSC warning light on the intelligent
tester II.

Item Vehicle Condition / Test Details Diagnostic Note

VSC Warning Light Turns VSC warning light ON / OFF gtr)serve combination me-

() Checkthat "ON” and "OFF” of the VSC warning light are indicated on the combination meter when us-
ing the intelligent tester Il.
OK:
Turn the VSC warning light ON or OFF in accordance with the intelligent tester II.

NG> CHECK AND REPAIR VSC WARNING LIGHT

CIRCUIT

REPLACE ABS & TRACTION ACTUATOR ASSY (SEE PAGE 32-53)

NOTICE:
When replacing ABS & TRACTION Actuator assy, perform zero point calibration (see page
05-387).



