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OSHLL_01

|AUTOMATIC LIGHT CONTROL SENSOR CIRCUIT

CIRCUIT DESCRIPTION

The multiplex network body ECU receives signals from the automatic light control sensor.

HINT:

The DTC code is output when a malfunction of the automatic light control sensor or an open or short in the

automatic light control sensor circuit occurs (see page 05-1405).
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INSPECTION PROCEDURE

1 CHECK HARNESS AND CONNECTOR(AUTOMATIC LIGHT CONTROL SENSOR
POWER SOURCE CIRCUIT)

Automatic Light Control Sensor (@) Disconnect the automatic light control sensor connector.
Measure the voltage according to the value(s) in table be-

Connector Front View: (b)
low.

Standard:
Tester Connection Condition Specified Condition
% ; 3 (CLTE) A31-3 - A31-6 Ignition switch ON 10t0 14V

6 (CLTB) 137546

NG> Go to step 4
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2 | CHECK HARNESS AND CONNECTOR(DRIVER SIDE JUNCTION BLOCK -
AUTOMATIC LIGHT CONTROL SENSOR)

Automatic Light Control Sensor (@) Disconnect the D5 connector from the driver side junction

Connector Front View: block.
(b) Measure the resistance according to the value(s) in the

table below.
Standard:
,f%. Tester Connection Condition Specified Condition
A31-5 - D5-13 Always Below 1 Q

H 5 (CLTS) 137546

Driver Side Junction Block
Connector Front View:
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HINT:
This illustration is for RHD model. The RHD and LHD models are symmetrical.

NG> REPAIR OR REPLACE HARNESS OR

CONNECTOR




05-1522
DIAGNOSTICS - LIGHTING SYSTEM

3 |REPLACE AUTOMATIC LIGHT CONTROL SENSOR

OK: Returns to normal operation.

SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-1369)

NG> PROCEED TO NEXT CIRCUIT INSPECTION

END

4 | CHECK HARNESS AND CONNECTOR(DRIVER SIDE JUNCTION BLOCK -
AUTOMATIC LIGHT CONTROL SENSOR)

Automatic Light Control Sensor (@) Measure the voltage according to the value(s) in the table
Connector Front View: below.
Standard:
Tester Connection Condition Specified Condition
A31-6 - Body ground Ignition switch ON 10to 14V
6 (cLTB) —(U!
H 137546

NG> Go to step 6
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5 | CHECK HARNESS AND CONNECTOR(DRIVER SIDE JUNCTION BLOCK -
AUTOMATIC LIGHT CONTROL SENSOR)

Automatic Light Control Sensor
Connector Front View:

H 137546

(@) Disconnect the D5 connector from the driver side junction

block assy.
(b) Measure the resistance according to the value(s) in the
table below.
Standard:
Tester Connection Condition Specified Condition
A31-3 - D5-14 Always Below 1 Q
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P

Driver Side Junction Block
Connector Front View:
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HINT:
This illustration is for RHD model. The RHD and LHD models are symmetrical.

NG REPAIR° OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-1369)
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6 |[CHECK HARNESS AND CONNECTOR(DRIVER SIDE JUNCTION BLOCK -
AUTOMATIC LIGHT CONTROL SENSOR)

Automatic Light Control Sensor
Connector Front View:

6 (CLTB) —

137546

(@) Disconnect the D5 connector from the driver side junction

block assy.
(b) Measure the resistance according to the value(s) in the
table below.
Standard:
Tester Connection Condition Specified Condition
A31-6 - D5-2 Always Below 1 Q
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P

Driver Side Junction Block
Connector Front View:

EDNER
e[7]e[s[¢]

>
©
©
N
o
=)
S
w
™o

11

O,

d: I_E‘l]: <J1\‘ 0/19|18[17]16]15{14)13)12
[95 / M=ol

5(4|3]2|1
M 10/9/8|7

o

==y ap = | CLTB
—
DB ARk BT ™ ™
18]t 7]16]15[1af13]12[11[1q l:l[l O i
=
= [t]id]o]s]7[6]s[4[s[2]+
lezla1[polrolrel 7]re]tsfr 1)1

21
7|6 [ Hm 18/17[16|15[14{13[12{11]10]
|‘!’>’¢//

E70398

HINT:
This illustration is for RHD model. The RHD and LHD models are symmetrical.

NG REPAIR° OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-1369)




