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DIAGNOSTICS - LEXUS NAVIGATION SYSTEM 05HDS-01

|VEHICLE POSITION MARK DEVIATES GREATLY

INSPECTION PROCEDURE
1 CHECK THE GPS MARK

(@ Check that the GPS mark is displayed.
OK:The GPS mark is displayed.
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P 139094 NG> GO TO ”GPS MARK IS NOT DISPLAYED” IN THE

FLOW CHART (SEE PAGE 05-1821)

2 | NAVIGATION CHECK MODE(VEHICLE SENSORS)

(@) Enter the "Navigation Check” mode (Vehicle Sensors) (see page 05-1757).

(b)  While driving, compare the "SPD” indicator to the reading
Vehiole Sensors on the speedometer. Check that these readings are al-
— most the same.
Vehicle Signal  REV OFF . .
SPD- PubeCount 9999 Puiseg OK: The readings are almost the same.
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SensorSignal-[gé/IQ%‘XO&aa?ﬁg Ve "
[Reset ]
NG GO TO "SPEED SIGNAL CIRCUIT (NAVIGATION
P 138228 ECU - COMBINATION METER ASSY)” IN THE
FLOW CHART (SEE PAGE 05-1859)
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DIAGNOSTICS -

LEXUS NAVIGATION SYSTEM
NAVIGATION CHECK MODE(VEHICLE SENSORS)

(@ Move the shift lever to the R or P position.
Vehicle Sensors Standard'
Vehicle Signal  REV GOFE; Shift lever Display
SPD -[ g:les; Count _g_g%%;:.llse =] OFF
+180 km/h R ON
Sensor Signal -[gylro Vol:tage 12500V H | NT
elative bearin: : 359.9 degrees . . .
s ] The display is updated once per second. As a result, it is normal
_Reset . . . .
for the display to lag behind the actual change in the switch.
P

1os22s NG GO TO "REVERSE SIGNAL CIRCUIT” IN THE
FLOW CHART (SEE PAGE 05-1865)

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE
(SEE PAGE 05-1771)




