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DIAGNOSTICS - REAR POWER SEAT CONTROL SYSTEM

SLIDE POWER SEAT MOTOR CIRCUIT (LH)

CIRCUIT DESCRIPTION
The rear LH seat ECU receives slide position signals from the rear power seat switch to operate the slide
power seat motor.
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INSPECTION PROCEDURE
1 PERFORM ACTIVE TEST USING INTELLIGENT TESTER II

(@) Connect the intelligent tester Il to the DLCS.
(b)  Turn the ignition switch ON and push the hand held tester main switch ON.
(c) Select the item below in the ACTIVE TEST and then check that the rear power seat operates.
Rear LH seat ECU:
ltem Test details Diagnostics

. Test detail: side operation FRONT/REAR
Slide . . -
Vehicle condition: stopped

OK:
The motor operates normally.

NG> Go to step 2

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN ON PROBLEMS SYMPTOMS TABLE (See
page 05-2340)

2 |INSPECT POWER SEAT MOTOR (See page 05-2434)

NG> REPLACE POWER SEAT MOTOR

3 |[CHECK WIRE HARNESS (REAR LH SEAT ECU - POWER SEAT MOTOR)

(@) Disconnect the R27 ECU and P46 motor connectors.
(b) Measure the resistance of the wire harness side connec-

Wire Harness Side

R27

tors.
Rear LH Seat ECU Standard:
SLD+ Tester Connection Specified Condition
2 |3|4|5|6|7|8|9|10|11I12M R27-2 (SLD+) - P46-1 Below 1 Q
14115 |16|17|18|19| |20|21|22|23|24i;‘ R27-15 (SLD-) - P46-2 Below 1 Q
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NG REPAIR OR REPLACE HARNESS AND CON-
NECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN ON PROBLEMS SYMPTOMS TABLE (See
page 05-2340)




