DIAGNOSTICS - THEFT DETERRENT SYSTEM

DI-819

DI8UC-02

DTC

B2762

Intrusion sensor signal circuit malfunction
(Europe Models)

CIRCUIT DESCRI

PTION

The intrusion sensor conducts self-diagnosis right after the power is supplied to the sensor itself (when the

theft deterrent system i

s set.).

If troubles are detected in the IOUT line, the Theft Deterrent ECU outputs DTC for the trouble.

Trouble Area

DTC No. DTC Detection Condition
« After it receives a normal / trouble signal from the radar sensor as a result of self- .
) ) ) e Intrusion sensor
diagnosis, the following troubles are detected: )
B2762 *Wire harness

1. IOUT circuit is opened
2. Reception of signals other than a normal / trouble signal

¢ Theft Deterrent ECU

WIRING DIAGRAM

Intrusion Sensor

06
Overhead J/B
)

(LHD) (RHD)

S+B

S+B| 9

5 5

(LHD) (RHD)

IOUT

IOUT| 8

2 2

(LHD) (RHD)

SOFF

SOFF| 7

7 7

(LHD) (RHD)

GND

GND| 1

> 181 }——

6 6

Il (LHD) X7

IH(RHD)

NITB SR s
Sy | iB2—2W 5 1out

112 P -] SSw1

T5
Theft Deterrent ECU

M)

119874

LEXUS LS430 (RM792E)



DI-820
DIAGNOSTICS - THEFT DETERRENT SYSTEM

1 Check wire harness and connector between intrusion sensor and theft deterrent
ECU. (Including overhead J/B and ground circuit of overhead J/B)

HINT:
Refer to see page BE-197 for continuity check inside the overhead J/B.

NG> Repair or replace wireharness or connector.

@

2 [ Replace intrusion sensor and check that DTC is not output.

PREPARATION:
Replace the intrusion sensor.
CHECK:
Make sure that B2762 is not output.
RESULT:
OK B2762 is not output.
NG B2762 is output.

(See page IN-35).

NG> Replace the Theft Deterrent ECU

@

The replaced intrusion sensor troubles.
Replace the intrusion sensor.
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