DIAGNOSTICS - DRIVE SIDE JUNCTION BLOCK (BODY NO.2) DI-1041
CONTROL SYSTEM

DIgJZ-01

Shoulder Belt Anchor Sensor Circuit

CIRCUIT DESCRIPTION

This position detected by the seat belt position detection sensor will be memorized in the Driver side J/B
ECU. This sensor is equipped in the seat belt anchor to operate the memory function.

WIRING DIAGRAM

(LHD) (RHD)

S24 Shoulder Belt S25 Shoulder Belt

Anchor Motor and Anchor Motor and

Position Sensor LH Position Sensor RH Driver Side J/B ECU

)
5 1

D3 JD3 ] DBM+
(LHD) (RHD)

4 2

DOWN 3 L-0 D3 D3] DBM-
(LHD) (RHD),
3 3

VC D3 D3] vC
(LHD) (RHD)
1 4

BES D3 D3 ) BES
(LHD) (RHD)
2 5
D3YD3
(LHD) (RHD)

:

upP

i

m
(] H
P P
= D
m

N 119943

LEXUS LS430 (RM792E)



DI-1042 DIAGNOSTICS - DRIVE SIDE JUNCTION BLOCK (BODY NO.2)
CONTROL SYSTEM

INSPECTION PROCEDURE

1 Check the shoulder belt anchor sensor (See page BE-148).

NG> Replace the shoulder belt anchor sensor.
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2 Check wire harness and connector between shoulder belt anchor sensor and
driver side J/B ECU (See page IN-35).

NG> Repair or replace wire harness or connector.
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Proceed to next circuit inspection shown on
problem symptom table (See page DI-1012).
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