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ENVIRONMENT and RECYCLING

  Adoption of TSOP & PP

TSOP (Toyota Super Olefin Polymer) and PP (Polypropylene), which have superior recyclability, are actively utilized while the use of chlorine has been reduced as much as possible.
	Material
	TSOP
	PP

	Main
Application
Sections
	Exterior
	( Front Bumper

( Over Fender
	(

	
	Interior
	( Instrument Panel Upper Portion

( Upper Pillar Garnish
	( Instrument Panel Lower Portion

( Lower Pillar Garnish

( Trim

( Scuff Plate


  Reduced Use of Lead

To help protect the environment, the amount of lead used has been reduced and thorough development of lead-free parts has been implemented.

The amount of lead used in one the new Hilux has been reduced to about one-third of the average amount of lead used in ‘96 model vehicles.
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Main lead-free parts:

( Radiator

( Heater Core

( Fuel Tank

( Wiring Harness

( Window Glass Black Coating

   ( Wheel Balance Weight

DIMENSIONS

   ( Single Cab (
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   ( Double Cab (
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   ( Extra Cab (




































































































































































































































































































































( 1,680 mm


(66.1 in.)


( 1,795 mm


(70.7 in.)*1











1,760 mm (69.3 in.)





5,130 mm (202.0 in.)





3,085 mm (121.5 in.)





271MO57
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( 1,695 mm


(66.7 in.)


( 1,810 mm


(71.3 in.)*1
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271MO58





271MO58





5,255 mm (206.9 in.)*2





1,835 mm (72.2 in.)*3





885 mm


(34.8 in.)











1,835 mm (72.2 in.)*3
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885 mm


(34.8 in.)





5,255 mm (206.9 in.)*2





5,130 mm (202.0 in.)





3,085 mm (121.5 in.)





1,760 mm (69.3 in.)





885 mm


(34.8 in.)
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Front : 1,510 mm (59.4 in.), 1,540 mm (60.6 in.)*1


Rear : 1,510 mm (59.4 in.), 1,540 mm (60.6 in.)*1





271MO60
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1,160 mm (45.7 in.)





*1 : Only for 4WD and 2WD PreRunner models.


*2 : With rear bumper model.


*3 : With over fender model





5,255 mm (206.9 in.)*2





*1 : Only for 4WD and 2WD PreRunner models.


*2 : With rear bumper model.


*3 : With over fender model





'96 Model Vehicles














Approx 1/3
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1,835 mm (72.2 in.)*3





Front : 1,510 mm (59.4 in.), 1,540 mm (60.6 in.)*1


Rear : 1,510 mm (59.4 in.), 1,540 mm (60.6 in.)*1





5,130 mm (202.0 in.)
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( 1,680 mm


  (66.1 in.)


( 1,795 mm


  (70.7 in.)*1








*1 : Only for 4WD and 2WD Pre Runner models.


*2 : With rear bumper model.


*3 : With over fender model
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New Hilux
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1,760 mm (69.3 in.)





Front : 1,510 mm (59.4 in.), 1,540 mm (60.6 in.)*1


Rear : 1,510 mm (59.4 in.), 1,540 mm (60.6 in.)*1





1,160 mm (45.7 in.)





1,160 mm (45.7 in.)





3,085 mm (121.5 in.)
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