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ENHANCEMENT OF PRODUCT APPEAL

( SEAT BELT

1. General

The outside seats are equipped with 3-point ELR (Emergency Locking Retractor) seat belts and the center seat has a 2-point NR (No Retractor) seat belt. Another specifications refer to following table.

( Specifications (
	Destination
	Body Type
	Front Seat Belt Type
	Rear Seat Belt Type

	Thailand,

Philippine,

Central and South America, 
Malaysia
	Single
	3-point ELR(2,

2 -point NR(1
	(

	
	Extra
	
	3-point ELR*1 (2,

	
	Double
	3-point ELR(2,
	3-point ELR(2,

2 -point NR(1

	Australia
	Single
	3-point ELR (2

With Electrical sensing type Pretensioner & Force Limiter

2 -point NR*3(1
	(

	
	Extra
	
	3-point ELR

	
	Double
	
	3-point ELR and ALR*2 (2,

2 -point NR(1

	General　Countries
	Single
	3-point ELR(2,

2 -point NR(1
	(

	
	Extra
	3-point ELR(2,
	3-point ELR(2,

	
	Double
	3-point ELR(2,

2 -point NR*3(1
	3-point ELR(2,

2 -point NR(1


*1: Seat belt anchor only on Thai model
*2: Automatic Locking Retractor  

*3: Except Separate Seat 

2. Pretensioner and Force Limiter
In accordance with the ignition signal from the airbag sensor assembly, the seat belt pretensioner activates simultaneously with the deployment of SRS airbag for the driver and front passenger.

In the beginning of the collision if the tension of the seat belt applied to the occupant reaches a predetermined level, the force limiter activates to control the force.
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